
20{1 Reconditioned Mark lV Jupiter 2
sN 7113201

Summary
This is a 2011 Mark lV that was originally equipped with Jupiter 2. lt has an 8.3L Tier 2
Cummins engine. The machine is cunently in service and well maintained.

2011 Mark lV
Specifieationsr
. Weight: 60,000lbs.
r Max Travel: 30 MPH
. This machine is an original Jupiter 2 machine. The hours shown on the CANs range between

750 hours and 13,000
hours.

r System V Lining System
. Remanufactured Combo

Clamp System, 2022
. Main Frame: High Strength

Steel, Boxed Beam, Welded
Construction

. 28 lnch Single Wear Solid
SteelWreels on Heavy Duty
Railroad Axles

. Clark automatic
transmissions (Chain Drive)

. Engine: Cummins 8.3L
Tier2 engine installed in
approximately 13,000 hrs.
This engine has an ECM for
integration with the Jupiter 2 system for engine controls and monitoring.

. (2) Variable Displacement Piston Pumps for Main Pumps

. (4) New Fixed Displacement Work Head Pumps
t 24YDC Hydraulic GontrolValves
. Engine mounted Air Compressor, up to 28SCFM
o Tamping Unit are 4 Heavy Duty Vibrators that drive 16 Abrasion-resistant Tamping Tools on

Traversing Work heads. Workheads and workhead frames rebuilt in 2Q25
r Leveling System: lmproved Harsco Rail's Delta System, Single LED Bullet Surface Projector
. Dual Reference option {two lining projectors and receivers)
. Double Barrel lnfrared Receivers Mounted on Rapid Response Actuators
. lnclinometer for Accurate Cross Level
. Eleictrical: 24VDC System with 175 Amp Alternator.

High Pressure
lndependent Hydraulically Driven Oil Cooler
LED travellights

Hydraulic System
o Tested all valves for proper operation and checked all valves for leaks.
. Replaced return filter cartridges and suction strainers'
r Selectively replaced hydraulic hoses as needed.
. Serviced all high-pressure filters.
. Furnish and installa rain shield on the work head valve manifold'

ffiab
Forward-looking wireless camera system for monitoring the buggy and pusher bars and the

working environment.

Tamping and Jacking GomPonents
. New style work head depth transducers.
. All work head frames shall be heavy duty and all bushings and other wear parts shall be new.
. Tamping tools with carbide surfaced units.
. Remanufactured combo clamp to new condition in approx.. 2022. New bushings, clamp

hooks, limit switches, splitters and wiring.

Jupiter 2 System
. The Jupiter 2 system has been restored to its original specifications.
. Selective cable replacement as needed.
. The Jupiter 2 system shall include the following:

1. Dual Reference option.
2. Surface fit option enabled.
3. Three LED bullet projectors.
4. Four Double Banel receivers.
5. Production reporting option enabled (if desired.)

Warranty
1. We Warranty our reconditioned machines to be work-ready and all components furnished as

'new' or 'rebuitt' free from defects for 30 days. The date of deLivery starts the warranty pefiod.
2. Jupiter modutes and components shatl have no warranty but are guaranteed to be work-ready

upon detivery.
3. No warranty shatt appty to damaged parts due to lack of maintenance or accidents.
4. There shail be no labor attowance for warranty repairs or subsequent costs for the equipment
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